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Series RF CVBS 06RA 14S-2S CR C
CVBS V3246369

D5F16 Ref.:

oo

© 29,5 x0,2

Description:
Plug bayonet connector with rear accessories

Reference documents:

* SAE AS 50151 (where applicable)

* VG 95234 (where applicable)

* EN 45545-2

* NFPA130 (ASTME162, ASTME662, BSS7239)
+ EN 60529

+ European Directive 2011/65/EU and 2015/863/EU (RoHS 3)

General characteristics:

3/4-20 UNEF

13,5 10,2

43 max.

DIMENSIONS: mm (inch are given for information only)

« Contacts arrangement: 14S-2
» Contacts: n.4 size for cable 16 crimp-female for cable 1+1.5sgmm (18+16 AWG)
» Working temperature: -55°C + +125°C
* Protection degree: IP67 (only in the mating area with mated connectors)

according to EN 60529

* RoHS 3 compliant

Connector supplied with:
» Backshell with external metric thread
* Grommet and grommet cone

‘ Electrical characteristics:
» With ambient temperature 20°C: 22A
» With ambient temperature 80°C: 13A

Electrical characteristics:

NFPA130 (ASTME162, ASTME662, BSS7239)

« Contacts: copper alloy - Plating: gold 0.4 min.

* Shells: aluminum alloy - Protective finish: CCF black (conductive)
* Insulating rubber parts: fire behaviour (fire and smoke) complying with EN 45545-2,

Estimated weight: 35.5213g
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